DEPARTMENT OF PUBLIC WORKS
One Detjen Drive │Crestwood, MO 63126 │ 314-729-4720

Flatwork Permit Application
Application Fee, see Fee Schedule.
Application Date:

Permit #

WORK SITE ADDRESS:
Property Owner’s Name:
Address:
Phone:_________________________ Cell Phone: ________________________ Email:
Contractor’s Name:
Address: ____________________________________________________________________Phone:
Contact Name: ___________________________ Phone: _______________________ Email:
Description of Work:

Increasing impervious cover by

square footage.

Stormwater Management Applicable:

YES

NO

Applicant Signature: __________________________________________________ Date:
***********************************************************************************************************************************
OFFICE USE ONLY

Permit #
Permit Fee
Receipt #

Issue Date
Date Paid

Payment Type

Contractor’s Business License #

Permit Approved by ___________________________ Title

Received by
Date Approved

***********************************************************************************************************************
CITY OF CRESTWOOD FINAL INSPECTION NEEDED:

YES _________ NO ___________

IF YES, Date ________ ___ Signature _____________________________ Title

Sec 7-3 Revised 03/28/2022

Stormwater
Management
Techniques
In Chapter 26 of the Code, the City addresses water discharge,
particularly drainage towards an adjoining property or right-of-way.
Within Section 26-44, if a property increases their impervious surface
footprint - any surface in which water cannot be absorbed - they must
offset that increase in potential discharge by storing/offsetting it and
allowing it to absorb into the ground or be used for watering at a later
date. These types of impervious surfaces include, but are not limited to,
roofs, decks, driveways, patios, sheds, pools, and other paved surfaces.

How to calculate that?
The Missouri Botanical Garden notes that 90 percent of
rainstorms in the greater St. Louis region are 1.14 inches
or less of rainfall. To calculate the volume that would be
needed to offset these potential changes, one would need
to multiply the square footage of the project by 1.14
inches to determine the cubic feet. One cubic foot is
approximately 7.5 gallons of water. For every 100 sq. feet
of project, a property owner would have to offset 9.5
cubic feet (71 gallons) of water.

71 Gallons
for every
100 sq. feet

Four Steps For Success

Determine the
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Public Services.

Water that is not properly kept or
maintained upon a premises can cause a
public nuisance. Therefore, water cannot
cause a nuisance to a neighboring property
(Crestwood Code 16-56)
or public right-of-way.

NO
NUISANCE
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For more information, please contact the
Department of Public Services at 314-729-4720
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